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2. 	 Touch prong to conductor of circuit to be identified for at least two seconds.  
	 The digital readout will indicate the corresponding clamp number plugged into  
	 the Transmitter. Continue prong contact for an additional two seconds to verify  
	 a single circuit reading. If more than one circuit breaker is connected to the same  
	 test point or the system utilizes shared neutrals (see Notes below), the Receiver will  
	 indicate multiple connections.

2a.	If direct conductor contact is not possible, the Receiver has a built in amplifier  
	 that can read through most electrical wiring insulation.  Hold the square Receiver  
	 tip (not prong) against the insulated wire to be tested. Push and hold the ON/OFF 
	 button until a reading is indicated.  Continue holding button for an additional  
	 two seconds to verify a single circuit reading.

3. 	 Use the “Map Pad” or your own form to document which breakers are feeding 
	 each branch circuit. Additional “Map Pads” and Receiver prongs are available 
	 directly from the Tasco factory.

NOTES:
Due to the nature of electrical systems, the neutral lines may also carry the Circuit 
Mapper Transmitter signal. If separate branch circuits share neutral lines, the Circuit 
Mapper may indicate more than one line carrying the signal. In order to correctly 
identify the individual line, the neutral line to the test circuit must be isolated from 
other branch circuits.

If the branch circuit neutral line cannot be isolated, all circuits sharing neutrals must 
be connected to the Circuit Mapper Transmitter. If the circuit to be identified is not 
connected to the Transmitter, the Receiver will indicate other circuits sharing the 
same neutral return.



NOTICE TO PURCHASER: 

All statements, technical information and recommendations contained 
herein are based on tests we believe to be reliable, but the accuracy or 
completeness thereof is not guaranteed, and the following is made in 
lieu of all warranties, express or implied. Manufacturer’s only obligation 
shall be to replace such quantity of the product proved to be defective. 
Manufacturer shall not be liable for any injury, loss or damage direct or 
consequential, arising from the use or misuse of this product. User shall 
determine the suitability of the product for his intended use, and user 
assumes all risk and liability in connection therewith. No statements or 
recommendations not contained herein shall have any force or effect un-
less in an agreement signed by officers of the manufacturer.

WARRANTY:

Tasco, Inc. warrants that the Circuit Mapper System will be free from 
defects in workmanship and materials for a period of two (2) years from 
the date of purchase.
Tasco, Inc. will, without charge, replace or repair, at its option any war-
ranted product returned to the Tasco factory service department.
Tasco, Inc. shall not be liable for any consequential damages, including 
without limitation, damages resulting from loss of use or damages result-
ing from use or misuse of this product. Some states do not allow limita-
tions of incidental or consequential damages, so the above limitation or 
exclusion may not apply to you.
This warranty gives you specific rights and you may also have rights 
which vary from state to state.

EXCLUSIONS: 

This warranty does not apply in the event of misuse or abuse of the prod-
uct or as a result of unauthorized repairs or alterations.
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